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Polyresin Shutters

Divider Rail Sizes 
Used to divide top louvres from bottom louvres within the same panel. 

Regular	 Deluxe 

Note: 
Divider rail must be used on panels 1500mm and 
taller. Two divider rails must be used on panels 
2400mm and taller, with less than 1500mm 
between rails. 

The exclusive deluxe divider 
rail provides a clean and easy 
method of opening shutters. 
This deluxe divider rail with the 
built in handle is an option to 
the regular divider rail, but is 
standard on all tracked systems 
and doors. 

67mm 

95mm 

Divider Rail for 
89mm Louvre (replaces 1 louvre) 

Divider Rail for 

64mm Louvre (replaces 2 louvres) 
& 114mm Louvre (replaces 1 louvre) 

Frame Sizes and Applications  

T-Frame (Trim) & T-Frame (Trim) with Sill 
Used for inside mount in openings only, with gyprock 
return without an architrave. May be ordered with Sill 
Frame at bottom for openings with a window sill. 
Because the extended leg has been removed, the 
bottom frame will sit flat on the window sill. The 
sill frame will be positioned at the bottom unless 
otherwise specified. 

Z-Frame & Z-Frame with Sill 
Used for inside mount applications only, blends well 
with all types of architrave and excellent for slightly 
out of square windows because the extended leg 
covers any imperfections. Jamb depth required is a 
minimum 32mm, and is dependent on louvre size. 
May be ordered with sill frame at the bottom for 
openings with a window sill. Because extended leg 
has been removed the bottom frame will sit flat on 
the window sill. The sill frame will be positioned at 
the bottom unless otherwise specified. 

Mounting Strip 
Used in conjunction with adjustable bent-leaf hinges 
for inside mounts without frames or as a light block 
mounted on the inside of panels which are installed 
without frames. This is not visible from inside 
the room. 19mm x 19mm will be supplied unless 
otherwise specified. 
Note: 
All Mounting Strips are 19mm wide, with varying 
heights. 
Refer to diagram. 

T-Post 
Used to separate and hinge multiple panels in wide 
openings. Usually placed directly in front of any 
existing window mullions. It is notched to fit into the 
frames, or can be installed to existing opening width L 
brackets (Brackets must be requested). 

Offering the traditional look of Plantation Style Shutters without the age old maintenance problems, LUXAFLEX Polyresin 

Shutters transform ordinary windows into inspiring highlights of the home. Made in Australia and manufactured with a 

unique compound called Polyresin, these shutters are extremely durable and will not warp, shrink, peel or fade. LUXAFLEX 

NEWSTYLE®Polyresin Shutters offer complete custom window and door fittings, and are shipped complete with all frames 

and hardware ready for installation.

Exploded View Diagram 
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 Vertical Jamb Cap 
Aluminium Jamb Inserts 
for added support and 
strength 

Tilt Bar 
Connectors 

 Tilt Bar Attached 

Louvres

64mm Louvre
Reinforcement added at 500mm

64mm

89mm

89mm Louvre
Reinforcement added at 480mm

114mm Louvre
Reinforcement added at 550mm

114mm (Only available in White and Pearl)
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Polyresin Shutters

Frame Sizes and Applications (continued) 

C-Frame (Casing Frame) 
Used for outside mount only and is installed on the wall or directly on top of an existing architrave. When 
installing on top of an existing architrave, an optional C-Frame cover strip may be requested in the remarks 
section of the order form. The C-Frame cover strip covers the gap created between the back of the frame and 
the front of the architrave. 
The cover strip is inserted into the C-Frame. 

L-Frame 
May be used for inside mounts if window openings are square, or outside mounts directly on top of architrave, 
or beside architrave. For an inside mount, on an out of square opening, caulking or the optional `Small Scribe´ 
may be neccessary to cover any uneven gaps. The optional small scribe must be ordered in the remarks section 
on the order form and the scribe is glued to the L-Frame. 

L-Frame with One 13mm Extension added & L-Frame with Two 13mm Extensions added 
Used for outside mount installations with the 64mm louvre (one extension) and or 89mm louvre (two 
extensions) and is usually used when the frame is installed beside the trim or to clear any obstructions. 
Additional extensions may be requested on the order form. 
Note: 
There is an L-Frame cover strip that can be used to hide the extension “Tram Lines”. This must be ordered in 
the remarks section on the order form. 

One 13mm extension	 Two 13mm extensions 

Feautres and Benefits 

Colour Range 
Available in three modern colours, Vanilla, Pearl and White, 
which suit most homes internal and external colour schemes. 

Made from Polyresin 
A colour fast compound with UV stabilizers designed with 
strength and durability, yet retaining a special warmth and feel. 
These shutters will not warp, shrink, peel or fade, and are ideal 
for both internal and external applications. 

Water Resistant 
Ideally suited for use above kitchen sinks, bathrooms or other 
high humidity areas. LUXAFLEX NEWSTYLE® Polyresin Shutters 
have no unsightly staples which may rust, and will not warp, 
crack or swell due to water exposure. 

Permanent Finish 
Our Polyresin compound features a permanent finish resistant 
to dents and scratches. Should a scratch occur, it can be removed 
without harming the finish. 

Patented Tilt Bar Connecting Method 
Louvres can be opened or fully closed in both directions, unlike 
other shutters which are one directional only. This method has 
eliminated unsightly gears or staples which tend to rust or break. 

Patented Clearview Tilt Bar 
Hidden louvre joiners provide an unobstructed view, giving our 
classic shutters a clean and contemporary look. 

Fire Retardant 
The Polyresin used in LUXAFLEX NEWSTYLE® Polyresin Shutters 
is inherently flame resistant, will not burn on its own, and has a 
very low flame spread rating. 

Modern Manufacturing 
Custom crafted in state of the art computerised production 
facilities that meets todays demanding quality standards. 

Models 

Hinged & Hinged Bi-Fold 
Standard Hinged Systems can consist of 
one or more shutter panels hinged in a 
variety of configurations. 

Single panels can be individually 
hinged or 2 panels may be hinged 
together from the frame in a Hinged 
Bi-Fold design. 

They can be single hung or double 
hung with more options possible. 

Bi-Fold on Track 
Bi-Fold on Track Systems allow up to 8 
panels to be hinged together. Panels 
are connected to a top and bottom 
track, which both supports the panels 
and guides their folding movements. 
Panels must be hinged together in 
multiples of 2 to enable them to 
operate within the bottom track. 

By-Pass (Sliding) 
Shutter panels in a By-Pass Track System 
are not hinged. Instead, they slide on 
top tracks to open and close. 
The By-Pass System allows you to cover 
wide widths, and is a wonderful way to 
treat sliding doors to match the rest of 
your windows. 
Note: 
Only the 64mm louvre will pass in the 
fully open position. 
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Polyresin Shutters

Environmental Benefits 

LUXAFLEX NEWSTYLE® Polyresin Shutters 
LUXAFLEX NEWSTYLE® Polyresin Shutters are made in Australia and 
manufactured with a unique vinyl compound called polyresin. Vinyl has 
many features that combine to minimise the total cost and life-cycle 
impact upon the environment as compared to alternative materials. 

Durability 
LUXAFLEX NEWSTYLE® Polyresin Shutters are virtually maintenance 
free. 
They are not painted, so they’ll never need re-painting. They will not 
rot, corrode, crack, warp or mildew. They are unaffected by water or 
wood-destroying organisms. They are UV-stabilized for many years of 
performance in even the sunniest climates. 

Sustainability 
The efficient design and durability of LUXAFLEX NEWSTYLE® Polyresin 
Shutters mean they will last many times longer than a traditional 
blind or shade. This is an important environmental benefit, because 
the longer a product lasts, the less energy and other resources are 
expended to both, manufacture, ship and install replacement products, 
and then remove, transport and dispose of those replacements. 
LUXAFLEX NEWSTYLE® Polyresin Shutters last many years, so when 
their cost is annualised, they actually cost less than “cheaper” 
alternatives. 

Energy Efficient 
LUXAFLEX NEWSTYLE® Polyresin Shutters are completely adjustable, 
allowing you to fully control the solar energy entering your windows 
and doors. Their macrocellular construction creates effective dead-
air insulation, and coupled with vinyl’s low conductivity they greatly 
reduce heat exchange. LUXAFLEX NEWSTYLE® Polyresin Shutters 
reflect inbound solar rays back to the outside during summer, but 
can be opened to allow the warming sun into your home in winter. 
Thereby reducing air-conditioning costs. 

Non-Toxic 
The safety of vinyl has been overwhelmingly confirmed in more 
than 50 years of scientific study. It is therefore no surprise that vinyl 
is used extensively in schools, hospitals, day care centres, clinics, 
medical offices and nursing homes. Vinyl pipe brings potable water 
into millions of homes each day, and is widely used in food, beverage 
packaging and children’s toys. 

Indoor Air Quality 
LUXAFLEX NEWSTYLE® Polyresin Shutters have no adverse impact on 
indoor air quality. Fabric window treatments can produce microscopic, 
inhalable airborne fibres, and are able to harbour mites, mould, 
mildew & bacteria in their porous surfaces. LUXAFLEX NEWSTYLE® 
Polyresin Shutters create no dust and their non-porous surfaces provide 
no haven for harmful organisms. Vinyl products are formaldehyde-
free, and meet low VOC (volatile organic compound) requirements in 
standards such as those set forth by “Green Guard”. 

GENERAL INFORMATION 

Child Safety 
Because there are no dangling cords, LUXAFLEX NEWSTYLE® Polyresin 
Shutters are a safe window covering product for children and pets. 

Care and Cleaning 
Permanent marker is permanent on most surfaces but not on 
LUXAFLEX NEWSTYLE® Polyresin Shutters. Ink, crayon and other 
staining agents don’t hold to the smooth surface. In most cases soap 
and water is all it takes to remove unsightly blemishes. Removing the 
shutters for cleaning is a breeze. From the simplicity of the two-part 
hinges, and to its ultra-lightweight composition, this shutter system 
can be removed from the window by a single person within seconds - 
and reinstalled without needing a manual. 

Warranty 
LUXAFLEX NEWSTYLE® Polyresin Shutters are covered by a 20 Year 
Warranty.* *Conditions apply. 

Marketing Materials 
18.009.012 LUXAFLEX NEWSTYLE® Polyresin Shutter Bag 
Cost 	  $200ea 

Availability 
LUXAFLEX NEWSTYLE® Polyresin Shutters, will be available for 
ordering from the 31st March 2009. 
For more information regarding LUXAFLEX NEWSTYLE® Polyresin 
Shutters, please contact your local LUXAFLEX® Sales Area Manager. 
Sales and installation training is offered to all LUXAFLEX® Distributors. 
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Timber Shutters

THE BEAUTY OF TIMBER SHUTTERS

CUSTOMCRAFT SHUTTERS
Manufactured from a combination of timber fibres providing a very 
dimensionally stable panel. Used in the furniture manufacturing 
industry world wide and extruded in conjunction with the 
polypropylene coating for a smooth and durable shutter finish. 
Available in three colour options, Elliptical Blades 63, 89 and 114mm.  

ARTWOOD SHUTTERS
Constructed using a timber core that is encased in ABS which provides 
an exceptional hard wearing surface that is more resistant to knocks 
and bumps than timber. As this product is moisture resistant it is ideal 
for applications in areas such as bathrooms, kitchens and laundries. 
Available in six colour options, Elliptical blades 63, 89 and 115mm. 

PHOENIXWOOD SHUTTERS
Manufactured from timbers sourced from plantation grown forestry, 
kiln dried for superb resistance to both warping and bowing. While 
providing the durable finish of other hard woods the Phoenixwood 
range also features the natural grains of timber for the authentic 
finish. Available in twenty four colour options, Elliptical or Flat Blades 
63, 89 and 115mm.
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Quick Referance Guide To TIMBER Shutter Ranges

Product Name Customcraft Premium Customcraft Woodbury Normandy Premium Phoenixwood

Material Type Composite Mdf Composite Mdf Artwood Phoenixwood Phoenixwood

Panel Specifications

Colour Options 3 Paint 6 Paint 3 Paint 3 Paint 6 Paint 8 Paint
16 Stain

8 Paint
16 Stain

Stile Profile Beaded Chamfer Beaded Beaded Chamfer

Louvre Type Elliptical Elliptical Elliptical Elliptical Elliptical / Flat

Louvre Width 63,89,114 63,89,114 47,63,89,114 63,89,114 63,89,114 / 60,84

LoUvre Thickness 10,12,12 10,12,12 9,12,13,13 10,12,12 10,12,12 / 10,10

Stile Widths 50,63 50,63 50 50,63 50,63

Stile Thickness 25 25 28 28 28

Rail Thickness 16 16 21 21 21

Maximum Panel Height 2700 2700 3000 3000 3000

Divider Rail Required @ 1600 1600 1800 1800 1800

Tilt Rod Centre, Offset, Clearview Centre, Offset, Clearview Centre, Offset, Clearview Centre, Offset, Clearview Centre, Offset, Clearview

Hinged Panel
Width (Max)

750 750 550 (47mm Louvre)
800 (63mm Louvre)

920 (89mm & 114mm
Louvre)

920 920

HingEd W/Centre Stile
Panel Width (Max)

900 900 920 N/A Not Available

Hinged Bi-Fold
Panel Width (Max)

Not Available Not Available 600 600 600

Hinged Bi-Fold
Panel Width (Max)

Not Available Not Available 1900 - If Over, Must Have 
Bottom Frame

1900 - If Over, Must Have 
Bottom Frame

1900 - If Over, Must Have 
Bottom Frame

Track Bi-Fold
Panel Width (Max)

600 600 600 700 700

Track Sliding With Centre Stile
Panel Width (Max)

1200 1200 1200 1200 Not Available

Track Sliding With Co-Joined Stile
Panel Width (Max)

1800 1500 2400 2400 2400

Framing Options Available

Camber Deco Frame+Sill Plate Yes Yes N/A Yes Yes

Vintage Hang Strip Yes Yes Yes (Traditional Style) Yes Yes

Beaded L Frame 50mm Yes (46mm) Yes (46mm) Yes Yes Yes

Beaded L Frame 63mm Yes (60mm) Yes (60mm) Yes Yes Yes

Beaded L Frame 76mm Yes Yes 50mm Frame + 25mm 
Extension

Yes Yes

Vintage L Frame 50mm Yes (46mm) Yes (46mm) Yes Yes Yes

Vintage L Frame 63mm Yes (60mm) Yes (60mm) Yes Yes Yes

Vintage L Frame 76mm Yes Yes 50mm Frame + 25mm 
Extension

Yes Yes

Crown Z FramE 76mm +Sill Plate Yes Yes Yes Yes Yes

Bel Air Z Frame 50mm +Sill Plate Yes Yes N/A Yes Yes

Bullnose Z Frame 38mm +Sill Plate Yes Yes Yes Yes Yes

Standard Timbers 32x9.5, 19x16, 19x19, 
28x19, 28x30, 28x40, 

28x50, 30x30

32x9.5, 19x16, 19x19, 
28x19, 28x30, 28x40, 

28x50, 90x19

32x9.5, 19x16, 19x19, 
28x19, 28x30, 28x40, 

28x50, 30x30

32x9.5, 19x16, 19x19,
28x19, 28x30, 28x40,

28x50, 30x30

32x9.5, 19x16, 19x19, 
28x19, 28x30, 28x40, 

28x50, 90x19

Posts 90° Corner Post, 135° 
Bay Post, Custom Angle 

Corner & Bay Posts, 
25mm T-Post

90° Corner Post, 135° 
Bay Post, 25mm & 44mm 

T-Post

90° Corner Post, 135° 
Bay Post, Custom Angle 

Corner & Bay Posts, 
25mm T-Post

90° Corner Post, 135° 
Bay Post, Custom Angle 

Corner & Bay Posts, 
25mm T-Post

90° Corner Post, 135° 
Bay Post, Custom Angle 

Corner & Bay Posts, 
25mm T-Post

Headboard/Sideboard Sizes 100, 160, 200 X 19mm 100, 160, 200 X 19mm 100, 160, 200 X 19mm 100, 160, 200 X 19mm 100, 160, 200 X 19mm

Pelmet Fascia Sizes 62, 101, 146 X 12mm 62, 101, 146 X 12mm 62, 101, 146 X 12mm 62, 101, 146 X 12mm 62, 101, 146 X 12mm

Specialty Items Available

Special Shapes N/A N/A Yes Yes Yes

Woven Pattern Insert N/A N/A N/A Yes N/A

Solid Raised Panel N/A N/A N/A Yes Yes

Liberty Arch N/A N/A N/A Yes N/A

Hand Carving N/A N/A N/A Yes N/A

Fixed Louvre Yes Yes Yes Yes Yes

French Door Cutout N/A N/A N/A Yes Yes

Flyscreen Beading Yes Yes Yes Yes Yes

Motorised Louvres No N/A No Yes N/A




